XTRIM BOONDOCKER

800R E-TEC

2012

PLATFORM REX, painted tunnel DIMENSIONS
Dry weight, Kg 218
ENGINE Width, mm 1120 (1162)
Engine Rotax® 800R E-TEC® Length, mm 3230
Engine Type Reed valve, 3D R.A.V.E. Height mm 1130
Number of cylinders 2 Ski Stance, mm 975 (adj. +42)
Displacement, cm? 799.5 Track W x L x H mm 380 x 3705 x 44
Bore / Stroke mm 82/76 Fuel Tank, | 39
Carburation Electronic Direct Injection Oil Tank, liters 3.7
Lubrication Electronic Oil Pump
Cooling system Liquid FEATURES
Starting system Rewind Starter Skis CTRL I, double runner
Seating 1-up RS-type, high grip,
TRANSMISSION medium foam
Drive pulley TRA 7 Handlebar Aluminum “Fat Bar” with
Driven pulley QRS riser block & mountain strap
Chain 13 Reverse RER electronic reverse
Gearing 21-45/8 Heated Grips STD
Hand wind deflectors
SUSPENSION Speedometer STD
Front Suspension Type A-LFS, quick-release sway bar Tachometer STD
Front Shocks KYB 40 PB HLCR Fuel gauge Electric
Suspension Travel, front mm 242 Temperature gauge STD
Rear Suspension Type PPS-146 Mirrors
Center / Rear shock KYB 36 / KYB 46 PB HLCR Windshield Extra Low
Suspension Travel, rear mm 390 Hitch ACCESSORY
DESS STD
Electric Power Outlet ACCESSORY
Passenger Seat ACCESSORY
Heated Passenger Grips -
Passenger Seat Backrest ACCESSORY

Cargo Rack
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